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DRILLU DEEPENO PLUG BACKO l. UNE AGBHMENT NAg

b. TTra or war.x,
°,:,... O ¾|.",...O ..... "=GLE UNLTŒ LBO 8 . - ORLE ASE -

2. nam.or orna- Monument Federal
0. WELL NO.Lomax Exploration Company

8. ADDREBB OF OPERATO. 15-35
P.O. Box 4503, Houston, TX 77210 10. FIELD AND POOL, OR WILDCAT

4. AzucAT xœor wax.I. (Report location clearly and in accordance with any State requirements.*) Monument Butte
516' FSL & 2044' FEL SW/SE 11. . on .

At proposed prod. sone

Section 35, TSS, R16F
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POhT OFFICE* 12. COUNTT OR PARISH 18. BTATE

14 miles South of Myton, Ut h Duchesne i Utah
10. DISTANCE PROM PROPOSED* 16. NO. OF ACRES IN LEAS 17. NO. OF ACRES ABBIGNED

IA)CATION TO NEARE8T TO THIS WELL
PROPERTY 08 LBASE LINE, FT. r 9 onn n
(Also to nearest drlg. unit Itae, it any) O .LCOU U
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505' GR February, 1984
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7 7/8 5 1/2 17 TD As Required
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NOV\ 7 1983
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IN ABOVE SPACE CRI PROPOSED PR RAM : If proposal is to deepen or plug back, give data on present productive sone and proposed new productive
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*SeeInstrëctionsOn Reverse



PROJECT

LOMAX EXPLOR AT ION CO.

T 8 S , R /6 E S.L.B. 8 M. *"I '°cation, woNUMENT FED.
s #/3-35, located as shown in the

SW \/4 SE I/4 , Section 35, T 8 S, RI6E,
SO9°56 W S.L. B.SM. Duc hesne County , Utah.

80. 04

z

CERTIFICATE

'MIS IS TO CERTIFY THAT TME ABOVE PLAT WAS PREPARED FROM

FIELD NOTES OF ACTUAL SURvEYS MADE SY ME OR UNDER MY

SUPËRVISION AND THAT THE SAME ARE RUE AND CORRECT TO THE

MONUMENT FED. # /5 -35

BEST OF MY KNOWLEOGE AND SELtEF

E/ev Ungraded Ground - 5505' ,2044 REGISTERED LAND MVEYOR
REGISTRATION NS 3\37
STATE OF UTAH

UINTAH ENGINEERING & LAND SURVEYING
SS9°57 E P O. BOX Q --- 85 SOUTH - 200 EAST

ŸERNAL, UTAH - 84078

SCAL E DATE
I" = 1000 10/ 25 / 83

X = Section Corners Located PARTY REFERENCES
R.K. J.F. SB. GLO Plot

WEATHER FILE
Fair



TENPOINTWELLPROGRAM

LOMAXEXPLORATIONCOMPANY
Monument Federal #15-35
SW/SESection 35, T8S, R16E
Duchesne County, Utah

1. GEOLOGICSURFACEFORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATEDTOPSOF IMPORTANTGEOLQGICMARKERS:

Uinta 0 - 3030
Green River . 3030
Wasatch 6070 -

3. ESTIMATEDDEPTHSOF ANTICIPATEDATER, OIL, GASOR MINERALS:

Green River 5570 - Oil

4. PROPOSEDCASINGPROGRAM:

8 5/8", J-55, 24#; set at 300'
5 1/2", J-55, 17#; set at TO
All casing will be new

5. MINIMUMSPECIFICATIONSFORPRESSUAECONTROL:

The operators minimumspecifications for pressure control equipment
are as follows:

A 10" Series 900 Hydril Bag type BOP and a 10" Double Ram Hydraulic
unit with a closing unit will be utilized. Pressure tests of B0P's to
1000# will be made prior to drilling surface plug and operation will
be checked daily. (See exhibit A)

6. TYPEANDCHARACTERISTICSOF THEP$0POSEDCIRCULATIONMUDS:

It is proposed that the hole be drilled with fresh water to the "J"
zone and with mud thereafter. The mud system will be a water based
gel-chemical, weighted to 10.0 ppg as necessary for gas



LOMAXEXPLORATIONCOMPA"
Monument Federal #15-3¾.
SW/SESection 35, TSS, R16E

'

Duchesne County, Utah

7. AUXILIARYSAFETYEQUIPMENTTO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TlW
valve with drill pipe threads.

8. TESTING, LOGGINGANDCORINGPROORAMS:

No coring or drill stem testing has been scheduled for this well. The
logging will consist of a Dual Induction Laterolog and a Compensated
Neutron-Formation Density.

9. ANTICIPATEDABNORMALPRESSUREOg TEMPERATURE:

It is not anticipated that abnormal pressures or temperatures will be
encountered; nor that any other abnormal hazards such as H2S gas will
be encountered in this area.

10. ANTICIPATEDSTARTINGDATEANDDURATIONOF THE OPERATIONS:

It is anticipate6 that operations will commenceapproximately February,



LOMAXEXPLORATION

13 Point Surface Use Plan

For

Well Location

Monument Federal #15-35

' Located In

Section 35, T8S, R16E, S.L.B. & M.

Duchesne County,



LOMAX EXPLORATION
Monument Federal #19*35 ---

Section 35, T85, R16E, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Map "A".

To reach LOMAXEXPLORATION well location site Monument Federal #15-35,
located in the S¥ 1/4 SE 1/4 Section 35, TSS, R16E, S.L.B.& M., Duchesne
County, Utah:

Proceed Westerly out of Myton, Utah along U.S. Highway 40 1.6 miles +

to the Junction of this Highway and Utah State Highway 53; proceed
Southerly along Utah State Highway 53 - 1.6 miles to its junction with
Utah State Highway 216; proceed Southerly along State Highway 216 - 4.7
miles to its junction with an existing dirt road to the Southwest;
proceed Southwesterly along this road 3.8 miles to its junction with an
existing dirt road to the Southeast; proceed Southeasterly along this
road 0.4 miles to its junction with an existing road 1.6 miles to the
beginning of the proposed access road to be discussed in Item #2.

The highways mentioned in the foregoing paragraph are bituminous
surfaced roads to the point 4.5 miles South on Highway 53; thereafter the
roads are constructed with existing materials and gravels. The highways
are maintained by Utah State road crews. All other roads are maintained
by County crews.

The aforementioned dirt'oil field service roads and other roads in the
vicinity are constructed out of existing native materials that are
prevalent to the existing areas they are located in, and range from clays
to a sandy-clay shale material.

The roads that are required for access during the drilling phase,
completion phase, and production phase of this well will be maintained at
the standards required by the B.L.M. or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing of.road
surfaces and for snow removal.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The planned access road leaves the existing location described in Item
#1 in the NW 1/4 NE 1/4 Section 2, T9S, R16E, S.L.B.& M., and proceeds in
a Northerly direction approximately 600' + to the proposed location site.

The proposed access road will be an 18' crown road (9' either side of
the centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any run-off from
normal meterological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1 1/2 to 1 slopes
and terraced.

There will be no culverts required along this access road.

There will be no turnouts required along this road.
Page



LOMAXEXPLORATION
Monument Federal #15,,)
Section.35, TSS, R16E, S.L.B.& M.

There are no fences encountered along this proposed road. There will
be no new gates or cattleguards fequired.

3. LOCATIONOF EXISTING WELLS

There are approximately 17 existing producing wells and one abandoned well
within a one mile radius of this location site. (See Topographic Map B.)

There are no known water wells, injection wells, monitoring or
observations wells for other resources within a one mile radius.

4. LOCATION OF EXISTING AND PROk0SED FACILITIES

There are ap_proximately sixteen known existing LOMAXEXPLORATIONwells
within a one mile radius of this location site.

A tank battery site will be set up at the proposed location site.
This battery will be used to contain production from this well. If in the
event this battery can not be improvised, a flowline will be built which
will extend to an existing battery in the area.

The area will be built if poésible, with native materials and if these
materials are not available then the necessary arrangements will be made
to get them from private sources. These facilities will be constructed
using bulldozers, graders and workman crews to construct and place the
propsed facilities. If there is any deviation from the above, all
approporiate agencies will be notified. Rehabilitation of disturbed areas
no longer needed for operation after construction is completed will meet
the requirements of Item #10,

5. LOCATION AND TYPE OF WATER SUPPLY

At the present time, it is anticipated that the water for this well
will be hauled by truck from a private water source that is indicated on
Topo. Map "A".

In the event that this source is not used an 81ternate source will be
used and all necessary arrangements will be made with the proper
authorities.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION MATERTALS

All construction material for this location site and access road shall
be borrow material accumulated during construction of the location site
and access road. No pit lining materials from othef sources are
anticipated at this time, but if they are required, the appropriate
actions will be taken to acquire them from private sources.

7. METHODOF HANDLING VASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.
Page



LOMAXEXPLORATION
Monument Federal #1)-Š5 se

Section 35, Tes, Ri6E, S.L.B.& M.

The reserve pit will vary in size and depth according to the water
table at the time drilling.

One half of the reserve pit will be used as a fresh water storage area
during the drilling of this well and the other one half will be used to
store non-flammable materials such as cuttings, salts, drilling fluids,
chemicals and produced fluids, etc.

If deemed necessary by the agencies concerned to prevent contamination
to surrounding areas, the reserve pits will be lined with a gel.

The pits will have wire and overhead flagging installed if deemed
necessary to protect the water fowl, wildlife, and domestic animals.

At the onset of drilling, the reserve pit will be fenced on three
sides and at the time drilling activities are completed, it will be fenced
on the fourth side and allowed to dry completely prior to the time that
backfilling and other reclamation activities are attempted.

¥hen the reserve pit dries and reclamation activities commence, the
pits will be covered with a minimum of four feet of soil and all
requirements in Item #10 will be followed.

A portable chemical toi'let will be provided for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none forseen in the near future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

The B.L.M. District Manager shall be notified before any construction
begins on the proposed location site.

As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the agencies involved that the
materials are too porous and would cause comtomination to the surrounding
area; then the pits will be lined with a gel and any other type of
material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, it shall be stripped
and stockpiled. (See Location Layout Sheet). When all drilling and
production activities have been completed, the location site and access
road will be reshaped to the original contour and stockpiled topsoil
spread over the disturbed area.
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LOMAXEXPLORATION
Monument Federal #1 5
Section 35, TSS, R16E, S.L.B.& M.

. Any drainages re-routed during construction activities shall be
restored to their original line of flow as near as possible. Fences
around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the
nearest Sanitary Landfill.

Restoration activities shall begin within 90 days after completion of
the well. Once restoration activities have begun, they shall be completed
within 30 days.

When restoration activities have been completed, the location site
shall be reseeded with a seed mixture recommended by the surface owner
when the moisture content of the soil is adequate for germination. The
Lessee further convenants and agrees that all of said clean-up and
restoration activities shall be done and performed in a diligent and most
workmanlike manner and in strict conformity with the above mentioned Items
#7 and #10.

11. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map "A").

The area is a large basin formed by the Uinta Mountains to the North
and the Book Cliff Mountains to the South. The Green River is located
approximately 16 miles to the South of the location site.

The basin floor is interlaced with numerous canyons and ridges formed
by the non-perennial streams of the area. The sides of these canyons are
steep and ledges formed in sandstone ledges, conglomerate deposits, and
shale are common in this area.

The geologic structures of the area that are visible a$e of the Uintah
formation (Eocene Epoch) Tertiary Period in the upper elevations and the
cobblestone and younger alluvial deposits from the Quaternary Period.

Outcrops of sandstone ledges, conglomerate deposits and shale are
common in this area.

The topsoils in the area range from a light brownish-gray sandy clay
(SM-ML) type soil with poorly graded gravels to a clayey (OL) soil.

The majority of the numerous washes and draws in the area are of
non-perennialnature flowing during the early spring run-off and heavy rain
storms of long duration which are rare as the normal annual rainfall in
the area in only 8".

Due to the low precipitation average, climatic conditions and the
marginal types of soils, the vegatation that is found in the area is
common of the semi-arid regions and consists of areas of sagebrush,
rabbitbrush some grasses and cacti as the primary flora. This is also
true of the lower elevations.

The fauna of the area consists predominantly of the mule deer,
pronghorn antelope, coyotes, rabbits and varieties of small ground
squirrels and other types of rodents. The area is used by man for the
primary purpose of grazing domestic livestock.
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LOMAXEXPLORATION .

· Monument Federal #14.,5 s.-
Section 35, TSS, R16E, S.L.B.& M.

The birds of the area are r ptors, finches, ground sparrows, magpies,
crows, and jays.

The Topography of the Immediate Area - (See Topographic Map "B")

Monument Federal #15-35 is located approximately 2.0 miles North of
Castle Peak Draw, and 2 miles East of Wells Draw, non perennial drainages
which runs to the North East, and drains into the Green River.

The terrain in the vicinity of the location slopes from the Southwest
through the location site to the Northeast at approximately 7.5% grade.

The vegetation in the immediate area surrounding the location site
consists of sagebrush and grasses with large areas devoid of any
vegetation.

There are no occupied dwellings or other facilities of this nature in
the general area.

There are no visible archeological, historical or cultural sites
within any reasonable proximity of the proposed location site. (See
Topographic Map "B".)

12. LESSEE'S OR OPERATOR'S REPRE$ENTATIVE

Jack Pruitt
LOMAXEXPLORATION
333 North Belt East , Ste. 880
Houston, TX 77060

1-713-931-9276

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have
inspected the proposed drill site and access route; that I am familiar
with the conditions which presently exist; that the statements made in
this plan are to the best of my knowledge true and correct; and that the
work associated with the operation proposed herein will be performed by
LOMAX EXPLORATION and its contractors and subcontractors in conformity
with this plan and the terms and conditions under which it is approved. ,

Date / / Jack Pru ki

Page
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e -4 ( MioN To APPRorlukrE w.tT'¿R

. STATF.Ot•'t,'TAll
. 7 935

NOTE:--The inforinatims a fúllowing hhmkn simutal IN: Ëfff fDM ft(iŠlmdÎltif41.100, ÎsnÎ When i.ca art, a nam¡.Irte·
supptementary stat, ment ,Isoule er the i.»!!uwing¡mgr unster the bralling "lu¡.lan..t.ory."

For tbc purpose of no uqin he right to u.ie at portion of the unappropri:.ted water of the State of
Utah, for uses indicated I y X) in the proper box or boxes, application is hereby made lo the State
Engineer, based upon the ft>lhAvingshowing of facts, submitted in accord:mer with the requirements of
the Laws of Utah.

1. Irrigation Ü Domestic Stockwatering6 .\lunicipatOrown ..] tunin;O Other UsesO
2. The name of the a ‡licant is Joe Shields
3. The Post Office address of tbc a >licant is My_ton, Utah 84052P1 ---..------- -..-----.............-..--........ ...............................,..........

4.
_

The quant ity of water to be appropriated........·.9.l.Ë.............second-fectand/or......................acre-fect

5. The water is to be used for Stockwatering & Other from Jan. 1 ,,
Dec. 31

.......................... .... .............. ..... ......................t
................ .......

(MagorPaarposr) (Man.Ili) JDay) (Moslih) (luy)

otheruseper ia d .........................I..(_(.i. ..t.i.0 n...
............. from ....$.L'!•....l..............t o .... ..

.•...9,.1

(MinorPurpose) (31anth) (Itay) (Atoinh) (llay)

a udstorede a chye a r ( ifstored ) from ......................................... .......
to

. .............. ....

(Mussth) (Dav) (\hsioih) (Day)

6. The diainage area to which the direct source of supply belongs is.......
.................................. .......

(t.cavelilaitsk)

7. The direct source of supply is*.....................Ñf.ai
(Naisie:of stre.sm or ather .susarre)

wh ich istr ibut a ryt a
.......................................................... ........., tr ibut a ryto

.. ... ........... .........

'Note.-Where amater is lo Ise oljveriesi from a well, a tunnel, or drain, tile sultrre .,isemist tw sh -igs..ited a "I wf.sgre.uis.I W.aler"in the
fir.-.tspace anel the rem:siritto: sp..re, slanist.Iin h it talank.If tile noisrce is a streasts, a spritig, a >¡,rn.g arr.r, or a •\r..m, ,o itulit nie in ille first
space, givilag its teamr. Il n.iin•·•\, anit its ttis• r.•maiising spatra, cir:signale ihr strrant rit.mtu•L. In as19..'s it is trilmtarr.rveli 11sosseh tiw nater
may sink, sval.or:st., or L.· ,!iserted !>rforr• reachirig salt! ril.usnels. If water from a spring flow ist a raatsir.al surban· .h.siassel before: being
titve•rtrol, lite siirrt:I scitain· -.bos.L! he desi:•nalerlas a strearn and not a .sprisag.

8. The point of diversion from the source i iti Duchesne < mty, situated at a point*
n'est 400 ft. South 200 ft. from D.; Lor T T5 T45 T427 USB

*Nate.-The point of alive rsism must 1.e I..c.iled strfinitelv hy rourse notel siistanser ..r Isygivilar !!« sisst.nire, siorth ••r mutills, antis.t-i •r

west wille refere•nre to a (bulrti "itate•¾Innd :survey rearner ter IIstitral .NI.ite•s resilirraal stiumistartel, el attlitis a •!i-l.nas e of :,i Inlis's set ritiser, for li
at a grealor alislaiter, its some prismitts•nt ant! perrnanent natural set jes:f. At»ajaplicatiust avill lar ri'•s la. il fear Illmg in avliirli tise: ¡snini ••Ï
tiiversion in stot els·fitwel slefinitely.

9. The diverting and carrying works will consist of ....9...9.9.).).9.9.I.j.9.r_i._D_j_tç)_i_t.9 _p)_a.ç _p.f ..u.g.g

'

10. If water is to be stored, give capacity of reservoir in acrc-feet height of dam...........
a re a inund a ted in a cres

........................
tcga lsubd ivisionor a r e.: in amd a ted

. .... ...... ... .. ............ ...........

I I. If app!ication is for irrigation purposes, the legal subdivisions of the area inig.tted are as follows:

12. Is the !and owned by the applicant? Yes...X......... No.......... If "No," explain on p

13. Is this water to be used supplementany with other water rights? Yes..............No

If "yes," identify other water rights on page 2.
14. If application is for power purposes, describe type of plant, size and rated capacity.

the.............................................. niine, where ilte fonowing ores are nútierl........

I G. If application is for stockwatering purposes, ntunher and kind of stock wateied
.

..G.<3.it.¾
.

17. Jf application is for domestic purposes, number of persons..................., or famiti
................ ......

l 8. If applicat ion is for municipal purposes, name of municipality............... .......... ................. ......

19. If application is for other uses, include general description o.f pronosed uses..:. '.dT..................

20. Give place of use by lega! subdivision of the United Sintes I..md Survev for a!! escri'>cd in para·
shs 14 to 19, incl. used in Myton Oil field in Fleasant Valley

gr.I ¡ .. .................................. ................................................ ............. ..........

. .1

' te f it is i a i I - ar
Ífti OÍ Willer alld ........ . . .............. hcCOnd ÍCet Rint/ or acre feet wl! be d to te aturirl
stre amorsource a t a poiutdeser ibed asf a llows : .................................. ....... ...



Page No. :I
FXPLANATOltY

+•

The following:uhlitional facts e set, fol·tli iri a:·•Ier·tta tit·fille nio:•e. I titt full i u w>s. est tiie p!•o-
' posed appliyation:

(Use page -1 if adelitiomel explanntory is needed.

The quantity of water sought to be appropria d is litnited which
can be beneficialy used for th purl e 11 einstit'

Si ture of App.ic:tut*

*if applicant is a corporation nr other organization, si Ire must he the name of auch corporation or organization
by its proper officer, or in the n:une of the partnership by u of t1m partm•rs,

.aml the nauw o' the other ¡mrtners simil
he li.<teel. If a rurporation or partnerahip, t.he affielavit behaw neral not be filleal in. fr 'h.·r. is toe,re than one applicant,
a µuwer of attertwy, authorizin one to act for all, shouhl accompany the Appbration.

DECLARATION OF CITIZENB11IP

Ah e'
LO' aOn the .

00' . .....
.

........................ .., 19 ..

pe•rsonally appearerl before me, a

notary public for the State u e .. tl ant who on oath, ticciured th:tt he is a citizen of the United Staten,
of IIRS (let'!RYPil his inteil(10n undt t 01

.My conunission expires:

(8 Notary





(May 194)

ÚNITED STATES 2 s'e sÌde

JCATE or a
No. R1425.

DEPARTMENTOF THE INTERIOR J. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-16535

APPLICATIONFOR PERMITfO DRILL,DEEPEN,OR PLUG BACK O. IF INDIAN, ALLOTTER OR TRIBE NAME

la. TYPE OF WORK

DRILL00 DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAMS

b. TTra or war.I.
OIL GAS SINOLE MULTIPLE 8. FARM OR LEASE NAME

WELL WELI, OTHER ZONE ZONE

2. NAME OF OPERATOR 2 MonuTiient Federal
Lomax Exploration Company

3. ADDRESS OF OPERATOR

P.O. Box 4503, Houston, TX 77210 ao o sus roo e-wasocar
4. CAT oNœOF WELI. (RepOrt IOcation clearly and in accordance with any State requirements.*)

516' FSL & 2044' FEL SW/SE "a'tä, 2"

At proposed prod, mone
eckton ŠŠ, T8S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NBAREST TOWN OR POST OPFICE* IBi COUNTY OB PARISH 13. BTATE
-

c->

14 miles South of Myton, Utah DucNãšne Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

PROPERTY OB LEASE LINE, FT. E f 1 nn an

(Also to nearest drig. unit line, if any) 3 U J.COU 4U

18. DISTANCE PROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. norAar on CABLE TooLa

TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE. =· 1102 5700 Rotary

di ELEVÃTIONs (Show whether DF, RT, GR, etc.) 22. Arrnox. DArm wonic wir,r, arART•

5505' GR February, 1984
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIzB OF CAslNG WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 74 300 To Surface
7 7/8 5 1/2 17 TD As Required

IN ABOVE SPACE CRI PROPOSED PR GRAM : If proposal is to deepen or plug back, give data on present productive mone and proposed new productive

zone. It propos is o rill or de directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer progr , a .

24.

SIGNED Ñ G.L. Pruitt 2,2cs V.P. Drilling & Production . 11/10/R3

(This space or Federal or State of ce use)

PERMIT N

TITLE
I i MANAGER ,

/2
CONDITLD

PROVAL, IF A

NDITIONS OF APPROVAL ATTACHED
NOTICE OF APPROVAL TO OPERATOR'S COPY g¡NG 09 VENTING OF

*SeeInstructionsOn ReverseSide
oc T



NOS

APD 11/15/83

Company Iomax Exploration

Well Mon. Butte 15-35

Section 35 T 8S R 16E

Isase U-16535

Onsite Date 11/17/83

ADDITIONS TO THE MULTIPOINT
SURFACE USE PLAN

RECLAMATIONPROCEDURES

CONSTRUCTION

1. Construction and maintenance of roads, rehabilitation of disturbed areas,
and construction of pipeline routes shall be in accordance with the
surface use standards as set forth in the booklet, "Surface Operating
Standards for Oil and Gas Exploration and Development".

2. The maximum width of access roads will be 30 feet total disturbed area.

3. Topsoil will be stockpiled. The top 6-10 inches of topsoil material will
be removed from the location and stockpiled on the backside of the
location.

4. Burning will not be allowed. All trash must be contained and hauled to
the nearest sanitary land fill.

5. The reserve pit will not be lined with native clay, commercial bentonite,
or plastic sufficient to prevent seepage.

6. Reserve pits will be fenced with a wire mesh fence and topped with at
least one strand of barbed wire.

7. The operator or his contractor will contact the Vernal District BIK,
Diamond Mountain Resource Area, 48 hours prior to beginning any work on
public land.

8 . The dirt contractor will be furnished with an approved copy of the
surface use plan and any additional BIN stipulations prior to any work.

9. A cultural resource clearance is required before any construction begins.
The clearance has been granted by Grand River Institute.

10. Move location 75' southwest and rotate 90°



REHABILITATION

1. Immediately upon campletion lof drilling, the location and surrounding
area will be cleared of all debris resulting from the operation. All
trash will be hauled to a local sanitary land fill.

2. The operator or his contractor will contact the Vernal BLM, Diamond
Mountain Resource Area, 48 hours prior to starting rehabilitation work
that involves earth moving equipment and upon completion of restoration
measures.

3. Before any dirt work to restore the location takes place, the reserve pit
must be completely dry and all trash (cans, barrels, pipe, etc.) must be
removed. t

4. All disturbed areas must be recontoured to the approximate natural
contours.

5. The stockpiled topsoil will be evenly distributed over the disturbed
area.

6. Prior to reseeding, all disturbed areas, including the access road, will
be scarified and left with a rough surface.

7. Seed will be broadcast or drilled at a time specified by the BIM. If
broadcast, a harrow or some such implement will be dragged over the
seeded area to assure seed coverage.

8. The access will be blocked to prevent any vehicle use.

9. If any cultural resources are found during construction, all work will
stop and the BIN will be notified.

PRODUCTION

1. The reserve pit and that portion of the location and access road not
needed for production or production facilities will be reclaimed with the
methods described in the rehabilitation section. Stockpiled topsoil will
be used in reclaiming the unused areas.

2. All permanent [on site for six (6) months duration or longer) structures
constructed or installed, including the pumpjack, shall be painted a
flat, non-reflective, earthtone color to match the standard environmental
colors, Rocky Mountain 5 State Interagency Committee. All facilities
shall be painted within 6 months of when the production facilities are
put in place. Facilities that are required to comply with O.S.H.A.
(Occupational Safety and Health Act) are excluded.

3. A first production report will be filed with the Vernal BIM office within
30 days of when the well is put in production to establish APD and site
security



ADDITIONALSTIPULATIONS

1. Adeouate and sufficient electric/radioactive logs will be run to locate
and identify the prime oil shale horizons in the Green River formation,
Casing and cementing programs will be adjusted to eliminate any
potential influence of the well bore or productive hydrocarbon zones
on the oil shale resource, Surface casing program may require
adjustment for protection of fresh water



UnitelT States Department or the Interior
.

2000 Addinistration Building
1745 Hest 1700 South

Salt Lake City, Utah 84104

February 2, 1981

General Outline for the Protection and Isolation of Ground Water
and Oil Shale in the Uinta Basin.

The oil shale occurs with varying thicknesses in most parts of the Uinta
Basin and at varying depths. Ground water also occurs at varied depths - -

above and below the Oil Shale. These ground waters have varying degrees
of salinity. Nonetheless, drilling for hydrocarbon in the Uint'ai Basin
should provide for the protection of the oil shale and the ground water
if either is present.

The protection of the oil shale and the ground water can effectively be
arried on through the design of an adequate casing and cementing program

for each welT drilled in the area. .

In the Uinta Basin, water occurs mainly in the Uinta and the Green River -

formations. As drilling for hydrocarbon gets deeper into the crust of the
earth, more ground water might be encountered and will be protected as it
is encountered.

This notice's purpose is to attempt to lay the groundwork for a casing
program and cementing program that will protect the oil shale and the

. ground water if present.

These programs are to be considered as guidelines. The specificity of
casing depth, amount of cement and the depth of staging collars will be
considered on an individual basis after a careful study of the logs of '

each individual well. Cementing from the bottom up is an economical
solution if carefully conducted.

The casing and cementing program presented here as an example, will assume
that fresh water was encountered in the upper parts of the Green River, that
the oil shale occurs in the middle of the Green River (1000 foot section)
and that some ground water is encountered in the lower parts of the Green
River.

In this case, three areas will have to be cemented to assure the integrity
of the ground water and oil shale: These areas are above the upper fresh
water, across the oil shale and below the lower water aquifer. Deep
aquifers that do not contain useful water are cemented to prevent water

.

zone influence on production.
.

The following casing and cementing program will be appropriate for this
exömple: -

A. Surface casing is set at approximately 300 feet and cemented
to the



R. T..he next c'Tsing string will be set at approximately 300 feñt
• below the lowest aquifer. Cementing will be done in LLrce

stages,_using two stage collars and cement baskets or
equivalent as described below and on attached sketches:

1. Cement first stage through the casing shoe to fill annulus
back to base of lower aquifer. .

2.' Place 1st stage collar .(with cement basket immediately below)
at a selected point at the base of the oil shale. Cement

.

will have to reach top of oil shale. -

3. Place 2nd stage collar (with cement basket immediately
below) 50 feet above the top of the Bird's Nest aquifer
and cement to at least 300 feet above the stage,collar.

C. The above is an example. Reasonable equivalents that accomplish
these same protective measures, (such as cementing the water .

zones instead of isolating them), depending on the individual cases
will be considered for approval;

D. When the above mentioned well is to be abandoned, inner-casing
þ1ugs will have to be placed at the same depth as the above .

mentioned annulus cement jobs.

The use of cement bond logs will verif.y the authenticity of the cement job
performed.

E. The Operator of such well should notif.y U.S.G.S. 48 hours prior
to commencement of casing and cementing activity, so a technician
could be dispatched to witness the operations to verif.y compliance
with casing and cementing program. -

Attached Sketches:

1. Schematic of the required casing and cementing program.

2.
Cross~section

of the Uinta Basin.

3. Schematic of the general ground water protection program.
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OPERTOR DATE §3

SEc 9> SE S R / E COUNTY

POSTII¾ CHFLKOFF:

INDE MAP HL

NID PI

PROCESSINGCGiMENTS:

<AAN 97- 76- OF UTAH DIVIRinN OF

CR REVIEW:

APPROVALLETTER:

SPACING: A-3 c-3-a
UNÏÌ CAUSENO. & DATE

c-3-b c-3-c

SPECIAL



RECONCILEWELLNAMEANDLOCATIONON APD AGAINSTSAMEDATA PLAT MAP.

AUTHECATE LEASE ANDOPERAT INFORMATION

VERIFY ADEQUATEANDPROPERBONDING

AUTHENTICATEIF SITE IS IN A NAMEDFTFT.0, ETC.

I APPLY SPACINGCONSIDERATION

ORom

UNIT

c-3-b

c-3-c

CHECKDISTANCETO NEARESTWELL.

CHECKOUTSTANDINGOR OVERDUEREPORTSFOR OPERATOR'SOTHERWIIR.

IF PØrASH DESIGNATEDAREA, SPECIAL LANGUAGEON APPROVALLEITER

IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVALIANGUAGE.

VERIFY LEGALANDSUFFICIENT DRILLING



Noveabor 30, 1983

Lomax Exploration Company
P. O. Box 4503
Houston, Texas 77210

RE: Well No. Monument Butte 15-35
SWSE SEc. 35, T. BS, R. 165
516' FSL, 2044' PEL
Duchesne County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above referred to oil
well is hereby granted in accordance with Rale C-3(b), General Rules and Regulations
and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon this well,
you are horeby requested to imediately notify the following:

RONALDJ. PIRTH - Chief Petroleum Engineer
Offico: 533-5771
Home: 571-6068

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Purther, it is requested that this Division be notified within 24 hours
after drilling operations comence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-013-30869.

Sincerely,

Norman C. Stout
Administrative Assistant

MCS/as
ec: Branch of Fluid Minerals

Bureau of Indian Affairs



STATEOF UTAH Norrnon H. Bongerter. GovernorNATURALRESOURCES Dee C. Hansen. Executive DirectorOil, Gas & Mining Dionne R. Nielson, Ph.D., Division Director

355 W. North Ternple•3 Triod Center•Suite 350 Salt Loke City, UT84180-1203•801-538-5340

April 1, l985

Sureau of Land Management
Vernal District Office
170 Soutn 500 East
Vernal, Utah 84078

Gentlemen:

Re: Well No. Monument Butte 15-35 - Sec. 35, T. BS., R. 16E
Duchesne County, Utah - API #43-013-30869
Operator of Record - Lomax Exploration Company - Ul6535

The above listed well in your district was given federal
approval to drill December 1, 1983. This office has not received
notification of any activity on tnis location.

Please let me know wnat action, if any, the Bureau of Land
Management is taking on this well.

Tnank you for your help in keepiny our records up to date.

Sincerely,

Pam Kenna
Well Recoras 3pecialist

cc: Dianne R. Wielson
Ronald 3. Firth
John R. Baza
File

01613/25

GOUCI DOC f?U ITV



Bureau of Land ManagementVernal District Office
170South500East
Vernal, Utah 84078 APRI 7 19863162.35

U-820
DIVISIONOFU-165as o!L GAS & MINING

April 16, 1986

Lomax Exploration Company
50 West Broadway#1200
Salt Lake City. UT 84101

RE: Rescind Application for Permit to Drill
Well No. 15-35

. Section 35, TSS, R16E
Duchesne County, Utah
Lease No. U-16535

The Application for Permit to Drill the referenced well was approved on
December 1, 1983. Since that data, no known activity has transpired at
the approved location. Under current District policy. Applications for
Permit to Drill are effective for a period of one year. In view of the
foregoing, this office is rescinding the approval of the referenced appli-
cation without prejudice. If you intend to drill at this location at a
future date, a newApplication for Permit to Drill must be submitted.

This office requires a letter confirming that no surface disturbance has
been made for this drill site. Any surface disturbance associated with the
approved location of this well is to be rehabilitated. A schedule for this
rehabilitation must be submitted to this office. Your cooperation in this
matter is appreciated.

Sincerely,

Craig M. Hansen
ADMfor Minerals

mh

occ: State Div. OG A M
well file
0-922/943

Jim



Lomax08 & Gas Company
LomaxExploration Company

April 21, 1986
DIVISiON OF::*

OIL GAS &MINING

U.S. Department of Interior
Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

Re: Rescind Application for Permit
to Drill
Monument Butte Federal #15-35
Sec. 35, TSS, R16E
Duchesne County, Utah
Lease No: U-16535

Gentlemen,

This letter is to confirm that no surface disturbance has
been made for the subject drill site. Please advise if additional
information is required.

J.R. Schaefer
District Drilling Manager

JRS/cc

cc: State of Utah
Natural Resources
Oil Gas & Mining
355 W. North Temple
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

WestPole Line Road. PO Box 01& Itoosevelt inah MOG6 (801)



STATEOF UTAH Normon H. Bongerter, Governor
NATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D.. Division Director

355 W. North Temple • 3 Triod Center • Suite 350 • Solt Loke City, UT84180-1203 • 801-538-5340

April 25, 1986

Lomax Exploration Company
P.O. Box 4503
Houston, Texas 77210

Gentlemen:

RE: Well No. Monument Butte 15-35, Sec.35, T.8S, R.16E,
Duchesne County, Utah, API No. 43-013-30869

In concert with action taken by the U.S. Bureau of Land
Management, approval to drill the above referenced well is hereby
rescinded. A new Application for Permit to Drill must be filed
with this office for approval, grior to future drilling of the
subject location.

If any previously unreported operations have been performed on
this well location, it is imperative that you notify the Division
of Oil, Gas and Mining immediately.

Si ely,

J n R. Baza
etroleum Engineer

sb
cc: BLM-Vernal

D. R. Nielson

0278T-46

on equol opportunity
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